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LAMP PHOTOMETRIC REPORT

MODEL: 92Panel030W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):113.0 DEG
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TOTAL FLUX: 4363.6 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1477 1473 1479 1473 1477 1474 1480 1474 141.9 141.9 3.25

1397 1395 1406 1396 1398 1397 1408 1397 407.1 549.1 12.6

1267 1271 1286 1272 1269 1275 1289 1274 618.3 1167 26.8

1096 1104 1117 1103 1097 1108 1123 1107 746.8 1914 43.9

891.1 896.2 905.5 896.8 893.3 904.4 914.5 901.6 775.0 2689 61.6

667.4 667.0 669.7 666.6 669.5 676.3 681.6 673.9 702.6 3392 77.7

435.3 432.5 431.5 433.5 437.5 444.1 444.6 440.6 548.3 3940 90.3

207.3 205.1 205.4 206.2 209.4 218.4 221.0 214.5 341.0 4281 98.1

2.338 0 0 0 2.646 0 0 0 82.56 4364 100

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel030W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1504

5 1497

10 1477

15 1443

20 1397

25 1338

30 1267

35 1186

40 1096

45 997

50 891

55 781

60 667

65 552

70 435

75 320

80 207

85 96.1

90 2.34

5

1504

1496

1475

1440

1393

1334

1263

1182

1091

993

888

779

667

552

434

319

205

65.9

0.00

10

1504

1495

1473

1438

1392

1333

1263

1183

1094

998

890

778

665

551

433

319

201

75.4

0.00

15

1504

1495

1472

1438

1392

1334

1266

1187

1094

994

888

780

664

551

433

318

202

88.4

0.00

20

1504

1494

1471

1438

1393

1338

1267

1184

1093

996

889

778

667

549

433

318

204

94.2

0.00

25

1504

1493

1471

1439

1396

1338

1265

1184

1097

995

890

781

664

549

434

317

205

95.3

0.00

30

1504

1493

1471

1440

1398

1336

1266

1189

1095

996

893

779

666

549

432

317

205

94.4

0.00

35

1504

1492

1472

1442

1396

1336

1269

1188

1096

1001

891

781

664

550

432

317

205

81.9

0.00

40

1504

1492

1472

1445

1395

1338

1273

1188

1100

1000

892

780

666

549

433

317

205

69.5

0.00

45

1504

1492

1473

1444

1395

1340

1271

1190

1104

1000

896

781

667

549

432

318

205

57.6

0.00

50

1504

1492

1474

1443

1396

1344

1272

1194

1103

1002

895

782

666

549

433

318

205

46.5

0.00

55

1504

1492

1475

1442

1397

1345

1273

1199

1103

1006

896

785

666

549

433

318

206

36.2

0.00

60

1504

1491

1476

1442

1399

1344

1275

1199

1105

1008

897

786

667

549

432

318

206

27.0

0.00

65

1504

1491

1477

1442

1401

1344

1277

1199

1108

1008

899

786

667

550

432

318

206

19.0

0.00

70

1504

1491

1478

1442

1402

1344

1280

1199

1110

1009

901

786

668

550

432

318

206

12.3

0.00

75

1504

1492

1478

1442

1404

1345

1282

1200

1113

1010

903

787

669

550

432

318

206

6.95

0.00

80

1504

1492

1479

1443

1405

1345

1284

1200

1115

1010

904

787

669

550

432

318

206

3.10

0.00

85

1504

1492

1479

1443

1406

1346

1285

1201

1116

1011

905

787

669

550

432

318

205

0.78

0.00

90

1504

1492

1479

1443

1406

1346

1286

1201

1117

1011

906

788

670

551

431

318

205

0.00

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel030W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 1504

5 1492

10 1479

15 1443

20 1406

25 1346

30 1285

35 1201

40 1116

45 1011

50 905

55 787

60 670

65 551

70 432

75 318

80 206

85 0.78

90 0.00

100

1504

1492

1479

1443

1405

1345

1284

1200

1115

1010

904

787

669

551

432

319

206

3.11

0.00

105

1504

1492

1478

1442

1404

1345

1282

1200

1113

1010

903

787

669

550

432

319

206

6.96

0.00

110

1504

1492

1477

1442

1403

1345

1280

1199

1111

1009

901

786

668

550

432

319

206

12.3

0.00

115

1504

1492

1477

1442

1401

1344

1277

1198

1108

1008

899

786

668

550

433

319

206

19.1

0.00

120

1504

1492

1476

1442

1399

1344

1275

1198

1105

1008

897

785

667

550

433

318

206

27.1

0.00

125

1504

1492

1475

1442

1398

1345

1273

1198

1103

1007

896

784

667

550

433

318

206

36.4

0.00

130

1504

1492

1474

1443

1396

1345

1272

1194

1102

1003

896

782

666

550

433

318

206

46.9

0.00

135

1504

1492

1473

1444

1396

1341

1272

1190

1103

1000

897

781

667

549

434

318

206

58.2

0.00

140

1504

1492

1472

1445

1395

1338

1274

1189

1100

999

893

781

665

549

434

318

206

70.4

0.00

145

1504

1493

1472

1442

1396

1336

1270

1189

1096

1000

891

782

665

550

433

318

206

83.1

0.00

150

1504

1493

1471

1440

1398

1336

1266

1190

1096

996

892

779

667

549

433

318

205

96.0

0.00

155

1504

1494

1472

1439

1395

1338

1265

1185

1098

996

889

780

665

550

433

318

205

96.5

0.00

160

1504

1494

1472

1438

1393

1337

1267

1184

1093

997

890

778

666

549

433

318

206

95.1

0.00

165

1504

1495

1473

1438

1392

1334

1266

1187

1093

993

889

782

665

550

433

318

202

88.8

0.00

170

1504

1496

1474

1439

1392

1333

1263

1183

1093

997

890

778

665

552

433

318

196

75.9

0.00

175

1504

1497

1475

1441

1394

1335

1264

1183

1092

993

888

779

666

551

434

320

198

63.2

0.00

180

1504

1498

1477

1444

1398

1339

1269

1188

1097

999

893

783

669

554

437

322

209

96.0

2.65

185

1504

1497

1475

1442

1395

1335

1264

1183

1093

994

889

780

668

553

436

322

209

101

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel030W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 1504

5 1496

10 1474

15 1440

20 1393

25 1334

30 1264

35 1184

40 1095

45 998

50 891

55 781

60 668

65 555

70 437

75 323

80 211

85 101

90 0.00

195

1504

1495

1473

1439

1393

1335

1267

1188

1095

996

892

785

669

555

438

324

212

103

0.00

200

1504

1494

1472

1439

1394

1339

1269

1186

1096

1000

894

782

671

555

440

325

213

104

0.00

205

1504

1494

1472

1440

1397

1339

1267

1187

1101

1000

894

785

671

557

441

326

214

106

0.00

210

1504

1493

1472

1441

1400

1338

1268

1192

1100

1001

898

785

674

557

441

327

215

107

0.00

215

1504

1493

1472

1443

1398

1338

1272

1192

1100

1006

897

789

673

559

443

328

216

91.5

0.00

220

1504

1493

1473

1446

1397

1340

1276

1192

1104

1005

900

789

674

558

444

329

217

77.1

0.00

225

1504

1492

1474

1446

1397

1344

1275

1195

1108

1006

904

789

676

559

444

329

218

63.5

0.00

230

1504

1492

1475

1445

1398

1348

1275

1198

1108

1010

904

791

676

561

445

330

219

50.9

0.00

235

1504

1492

1476

1444

1400

1348

1277

1203

1109

1014

905

794

677

562

445

331

220

39.5

0.00

240

1504

1492

1477

1444

1402

1347

1279

1203

1111

1016

906

795

678

562

445

332

221

29.4

0.00

245

1504

1492

1478

1444

1403

1347

1281

1203

1114

1016

908

796

679

562

445

332

221

20.6

0.00

250

1504

1492

1479

1444

1405

1347

1284

1204

1117

1017

910

797

680

563

445

333

222

13.3

0.00

255

1504

1492

1479

1444

1406

1348

1286

1205

1120

1018

912

797

681

563

445

333

222

7.51

0.00

260

1504

1492

1480

1444

1407

1348

1288

1206

1122

1018

913

798

681

563

445

333

221

3.35

0.00

265

1504

1492

1480

1444

1408

1349

1289

1206

1123

1019

914

798

682

563

445

333

221

0.84

0.00

270

1504

1492

1480

1444

1408

1349

1289

1206

1123

1019

914

798

682

563

445

333

221

0.00

0.00

275

1504

1492

1480

1444

1408

1349

1289

1206

1122

1018

914

798

681

563

444

332

221

0.84

0.00

280

1504

1492

1480

1444

1407

1348

1288

1205

1121

1018

913

797

680

562

444

332

220

3.33

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 September 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92Panel030W

POWER: 48W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 1504

5 1492

10 1479

15 1444

20 1406

25 1347

30 1286

35 1204

40 1119

45 1017

50 911

55 796

60 680

65 562

70 444

75 332

80 220

85 7.46

90 0.00

290

1504

1492

1479

1444

1404

1347

1283

1203

1116

1016

909

795

679

561

444

331

220

13.2

0.00

295

1504

1492

1478

1443

1403

1346

1281

1203

1113

1015

907

794

677

560

443

330

219

20.4

0.00

300

1504

1492

1477

1443

1401

1346

1278

1203

1110

1014

904

794

676

559

443

329

218

28.9

0.00

305

1504

1492

1476

1444

1399

1347

1276

1202

1108

1012

903

792

675

559

442

328

217

38.8

0.00

310

1504

1492

1475

1444

1398

1347

1274

1197

1107

1008

901

789

674

557

441

327

216

49.8

0.00

315

1504

1492

1474

1445

1397

1343

1274

1193

1107

1005

902

787

674

556

441

326

215

61.8

0.00

320

1504

1492

1473

1446

1397

1340

1275

1191

1104

1004

897

786

672

556

440

325

213

74.6

0.00

325

1504

1493

1472

1443

1397

1338

1271

1191

1099

1005

895

786

670

556

439

324

212

87.9

0.00

330

1504

1493

1472

1441

1399

1337

1267

1191

1098

999

896

783

670

554

438

323

211

102

0.00

335

1504

1493

1472

1439

1397

1339

1267

1186

1099

998

893

784

668

553

438

322

210

101

0.00

340

1504

1494

1472

1438

1394

1338

1268

1185

1094

998

892

781

670

552

436

322

209

99.9

0.00

345

1504

1495

1472

1438

1392

1335

1267

1188

1095

995

890

782

667

553

435

321

208

99.2

0.00

350

1504

1495

1474

1439

1392

1333

1263

1183

1094

999

891

779

666

552

435

321

208

96.8

0.00

355

1504

1496

1475

1440

1393

1334

1263

1182

1092

993

889

779

668

553

435

320

208

97.5

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  1.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 September 2022 Remarks:


